
PAINTED SAFETY RED

SMOOTH FACE C.M.U.

8' HIGH ALUMINUM

TUBE FENCE

BOTTOM RAIL

18
"

4' SWING GATE

SIGNAGE F.B.O., I.B.O.

CJ

CJ

12'-0"

MOUNTED @ 18'-0" A.F.F., TYP.

WALL-PACK FIXTURES (4 TYPICAL)

8888

24'-0"

20'-8"

TOP OF MASONRY

9'
-4

"
5'

-0
"

10
'-0

"

GALVANIZED CORRUGATED METAL

AWNING WITH PAINTED STEEL OR 15

YR PRESSURE TREATED SUPPORT

STRUCTURE.

BOTTOM OF FIXTURE @ 21'-6" A.F.F.

@ 13'-0" A.F.F. 

OUTDOOR SPEAKER FURNISHED

& INSTALLED BY OTHERS

6"

12

6

4'
-0

"

TEMP. GLASS TO

DOOR HEIGHT

TYPICAL

PROVIDE 4" TALL BLOCK STYLE NUMBERS

FOR ADDRESS IN  CONTRASTING COLOR

DOOR OPENER

CLEAR ANODIZED ALUMINUM STOREFRONT

ENTRY SYSTEM (W/ 1" TEMP. INSULATED

GREY TINTED GLASS)

32" x 32" BRICK SQUARE COLUMN

ANCHORED TO STRUCTURAL  COLUMN

THEATER RED STRIPE @

10'-0" A.F.F.

8" SPLIT FACE C.M.U. TAILORED
FOAM FILLED, PAINT SW7532
URBAN PUTTY ABOVE 4'-0" A.F.F.

8" SPLIT FACE C.M.U. TAILORED
FOAM FILLED, PAINT SW7513
SANDERLING TO 4'-0" A.F.F.

10
'-0

"

BRICK VENEER, PAINT
SW7513 SANDERLING

ROOFTOP HVAC SCREEN, OYSTER
FINISH TO MATCH URBAN PUTTY

TOP OF GABLE
30'-0" A.F.F.

MTL. GUTTER & DOWNSPOUT BEYOND

STEEL DOCK / RAMP

ROOFTOP MECHANICAL UNIT,
SEE MECHANICAL, STRUCTURAL

WALL PACK LIGHT FIXTURES, SEE ELECTRICAL,
TYP.  MOUNT @ 14'-0" A.F.F.

ROOF SLOPE

32" x 32" BRICK SQUARE COLUMN ANCHORED
TO STRUCTURAL  PIPE COLUMN

STANDING SEAM METAL
GALVANIZED ROOFING  SYSTEM

POP SOLUTIONS RED STRIPE
FROM 10'-0" TO 10'-8" A.F.F.

GALVANIZED CORRUGATED METAL AWNING
WITH PAINTED STEEL SUPPORT STRUCTURE.

BRICK VENEER; PAINT
SW7513 SANDERLING

GOOSENECK FIXTURES (3 TYPICAL)
MOUNTED @ 21'-6" A.F.F., TYP.

FIN. FLR.
0'-0" A.F.F.

JOIST BEARING
SEE STRUCTURAL

FIN. FLR.
0'-0" A.F.F.

TOP OF MASONRY
20'-8" A.F.F.

TOP OF GABLE
30'-0" A.F.F.

8" SMOOTH FACE C.M.U. TAILORED FOAM FILLED,
PAINT SW7532 URBAN PUTTY ABOVE 4'-0" A.F.F.

8" SMOOTH FACE C.M.U. TAILORED FOAM FILLED,
PAINT SW7513 SANDERLING TO 4'-0" A.F.F.

SAW CUT LAST SMOOTH FACE COURSE
SLOPE TO MATCH ROOF SLOPE

8" SMOOTH-FACE C.M.U. TAILORED FOAM FILLED,
PAINT SAFETY RED FROM 10-0" A.F.F. - 10'-8" A.F.F.

TSC SIGNAGE FBO, IBC.

CLEAR ANODIZED ALUMINUM
STOREFRONT SYSTEM (W/ 1" TEMP.
INSULATED GREY TINTED GLASS)

CJCJCJCJ

CJ

ROOFTOP HVAC
SCREEN, OYSTER
FINISH TO MATCH
URBAN PUTTY

MTL. GUTTER & DOWNSPOUT BEYOND

STEEL DOCK / RAMP

ROOFTOP MECHANICAL UNIT,
SEE MECHANICAL, STRUCTURAL

WALL PACK LIGHT FIXTURES, SEE ELECTRICAL,
TYP.  MOUNT @ 14'-0" A.F.F.

ROOF SLOPE

32" x 32" BRICK SQUARE COLUMN ANCHORED
TO STRUCTURAL  PIPE COLUMN

STANDING SEAM METAL
GALVANIZED ROOFING  SYSTEM

POP SOLUTIONS RED STRIPE
FROM 10'-0" TO 10'-8" A.F.F.

GALVANIZED CORRUGATED METAL AWNING
WITH PAINTED STEEL SUPPORT STRUCTURE.

BRICK VENEER; PAINT
SW7513 SANDERLING

GOOSENECK FIXTURES (3 TYPICAL)
MOUNTED @ 21'-6" A.F.F., TYP.

FIN. FLR.
0'-0" A.F.F.

JOIST BEARING
SEE STRUCTURAL

FIN. FLR.
0'-0" A.F.F.

TOP OF MASONRY
20'-8" A.F.F.

TOP OF GABLE
30'-0" A.F.F.

8" SMOOTH FACE C.M.U. TAILORED FOAM FILLED,
PAINT SW7532 URBAN PUTTY ABOVE 4'-0" A.F.F.

8" SMOOTH FACE C.M.U. TAILORED FOAM FILLED,
PAINT SW7513 SANDERLING TO 4'-0" A.F.F.

SAW CUT LAST SMOOTH FACE COURSE
SLOPE TO MATCH ROOF SLOPE

8" SMOOTH-FACE C.M.U. TAILORED FOAM FILLED,
PAINT SAFETY RED FROM 10-0" A.F.F. - 10'-8" A.F.F.

TSC SIGNAGE FBO, IBC.

CLEAR ANODIZED ALUMINUM
STOREFRONT SYSTEM (W/ 1" TEMP.

INSULATED GREY TINTED GLASS)

CJ CJ CJ CJ CJ

ROOFTOP HVAC
SCREEN, OYSTER
FINISH TO MATCH

URBAN PUTTY

CLEAR ANODIZED ALUMINUM
STOREFRONT ENTRY SYSTEM (W/ 1"
TEMP. INSULATED GREY TINTED GLASS)

3' X 7' HOLLOW METAL MAN DOOR

ROOF LADDER
BEYOND

WALL PACK LIGHT FIXTURES, SEE
ELECTRICAL, TYP.  MOUNT @ 14'-0" A.F.F.ROOFTOP MECHANICAL UNIT,

SEE MECHANICAL, STRUCTURAL

FIN. FLR.
0'-0" A.F.F.

JOIST BEARING
SEE STRUCTURAL

TOP OF MASONRY
20'-8" A.F.F.

METAL DS PROTECTOR TO BE
PAINTED SW7532 URBAN PUTTY

8" SMOOTH FACE C.M.U. TAILORED FOAM FILLED,
PAINT SW7532 URBAN PUTTY ABOVE 4'-0" A.F.F.

8" SMOOTH FACE C.M.U. TAILORED FOAM FILLED,
PAINT SW7513 SANDERLING TO 4'-0" A.F.F.

FINISH GRADE VARIES,
SEE CIVIL

10' X 10' AUTOMATIC INSULATED COILING
DOOR W/ (2) BOLLARDS EACH SIDE

3' X 7' HOLLOW METAL MAN DOOR
W/ BIG EYE VIEWER AND DOORBELL

PRE-FINISHED METAL GUTTER AND DOWNSPOUTS TO BE PAINTED
SW7532 URBAN PUTTY, RUN DOWNSPOUTS TO SPLASH BLOCKS
OR TO UNDERGROUND STORM DRAINAGE AS REQ'D. BY LOCAL
ZONING. WATER WILL NOT BE ALLOWED TO RUN ACROSS DOCK.

STEEL DOCK / RAMP

36" X 36" ACCESS DOOR TO BE FIELD LOCATED WHERE
THERE IS NO INTERRUPTION OF TRUSS FRAMING MEMBERS

LOUVERED VENT

CJCJCJCJCJ
FINISH GRADE VARIES, SEE CIVIL

BOTTOM RAIL

8' HIGH ALUMINUM TUBE FENCE(2) 10' SWINGING GATES. SEE SHEET A1.0 AND
AS1.0 FOR DIMENSIONS AND SPECIFICATIONS.

ROOFTOP HVAC
SCREEN, OYSTER
FINISH TO MATCH
URBAN PUTTY

TOP OF GABLE
30'-0" A.F.F.

ROOFING
MEMBRANE

PAINT COLORS

UPPER  - SHERWIN WILLIAMS #SW7532 "URBAN PUTTY"

LOWER - SHERWIN WILLIAMS #SW7513 "SANDERLING"

PROPOSED TRACTOR SUPPLY COMPANY - ALLEN, TEXAS
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EAST ELEVATION

1

SCALE:  1/8"=1'-0"

FRONT

SOUTH ELEVATION

2

SCALE:  1/8"=1'-0"

LEFT SIDE

NORTH ELEVATION

3

SCALE:  1/8"=1'-0"

RIGHT SIDE

WEST ELEVATION

4

SCALE:  1/8"=1'-0"

REAR

EXTERIOR ELEVATION DESIGN INDICATES A MAXIMUM HEIGHT OF 30'-0" ABOVE

FINISH FLOOR.  THE MAXIMUM HEIGHT ALLOWED PER ZONING IS 160'-0" A.F.F.

THE MECHANICAL UNITS ARE SCREENED WITH MATERIAL COLOR TO MATCH THE

COLOR OF THE MAJORITY OF THE MASONRY VENEER.

AREA SUMMARIES INCLUDE AREAS BEHIND THE FOLLOWING ITEMS:  AWNINGS,

GUTTERS, DOWNSPOUTS, LADDERS, VENTS, SPEAKERS, LIGHTING, SIGNAGE AND

DOORS.

THE FOLLOWING AREAS ARE NOT INCLUDED IN AREA SUMMARIES:  STOREFRONT,

STOREFRONT OPENINGS, METAL COPING, ROOFING, MECHANICAL UNITS AND

THEIR ASSOCIATED SCREENING.
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